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1. i A O3’ 5 R &

Apply Environmental Condition :

No. WiH item #M# standard
SE R
o [PRERE -20°C~60C
Storage Temperature Range
i A S B e
1-2 I /E/HI%E -10°C~50°C
Operating Temperature Range
o (/E 2R BR
13 [PRME E@_}; 6.0V~8.4V
Operating Voltage Range

2. A BRI\

Standard Test Environment :

2-1

IR

Standard Test Environment

Ao AT ITF e RIRRE FRE R
B 25+5°C » 48518 B 65+ 10%, teds P A HLiweh
LR S RE S N Far = A

Every characteristic of the inspect must be
normal temperature and humidity carry out
the test , temperature 25+5°C and relative
humidity 65£10% of judgment made in
accordance with this specification standard
testing conditions.

3. E e &

Appearance Inspection :

No. I H item k% standard
L, PHERT <o
Outline Drawing Dimension see the attachment
3.0 PNE AAH R iF Bpat i
Appearance No damage which affects functions allowed
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4. B R R &

Electrical Specification (Function of the Performance) :

No. WEH item 6.0V 7.4V
7 gl

4-1 Iﬁﬁjﬁ 0.17 sec/60° 0.15 sec/60°
Operating speed (at no load)
Running current at no load(Slow to Fast)

4-3 = L) 24.0 kg-cm 30.0 kg-cm
Stall torque (at locked)
B AR

4oq  [IFIEEET 1900 mA 2300 mA
Stall current (at locked)
feb A

45 |FFREEM 50 mA 50 mA
Idle current (at stopped)

AP 42 AN TEHEM o RIREA [ i F
Note: Item 4-2 definition is average value when the servo running with no load

5. W R &

Mechanical Specification :

No. IH item % standard
s |PNERRST UGS

Overall Dimensions See the drawing

A
5o |HEHERRAE o 510

Limit angle
5-3 EE 67 £ 1g

Weight

pi=|

Connector wire gauge

-
5-5 BHRE ) 300 £ 5 mm

Connector wire length

Nirye

Horn gear spline
o MR TEE i, —

Horn type single side shape and linear shape
g |[LEA ek /gL

Materials of the gear Titanium & Steel
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6. 7% &l fr %

Control Specification :

No. miH A%
o1 |[EEEIRE Wi PR
Control system Pulse Width Modification
6.0 |BURESTEM 333Hz Hrr4ail i
Amplifier type 333Hz Digital Controller
Hh FEE
6-3 T;Rﬁ;%}; 90° (£ 1000—2000 u sec)
Operating travel
6-4 RERVA VAL o 1500 usec
Neutral position
S
65 |EMERBE L ) 4sec
Dead band width
66 e A WiE gl (£ 1500—2000 1 sec)
Rotating direction Counterclockwise (when1500-2000 psec)
=R REAS E
67 |[TRNEEHEE 800->2200 1 sec
Pulse width range
6.8 A EBf L [E] K#%1 110° (£F 800—>2200 1 sec)
Maximum travel Approx 110° (when800—2200 y sec)
BAAL: mm
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